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1 
This invention reiates to an improved Shampoo 
shield designed for home use or in beauty par- 
lors, barber shops and the Iike. 
It ts one of the objects of the invention to pro- 
ride an improved shield which may be adjust- 
ably applied about the head of a child or adult 
below or adjacent the hair line so as effectively 
to prevênt soap suds or water from running clown 
over the face and into the eyes or ears or dripping 
onto the cIothing of the wearer. 
It is a further object of the invention to pro- 
vide, in combination with a shampoo shieId, a 
water run-off trough or apron tht is attached 
or at/achable to the shield in position to receive 
the overflow of wash water and to lead it to a 
wsh basin or other point of disposal without 
dripping upon the cIothing of the person being 
shampooed or upon the îoor and which at the 
same rime permits the wearer to sit upright 
wihout discomfort. 
.It is a stfl! further object of the invention to 
provide a combination shampoo shïeld and waer 
ln-off apron whereof the Shampoo shield may 
be easily adjusted to heads of iierent sïzes 
wtïile maint«ining the run-off apron properly 
centered with respect fo the shield. 
StilI other features of the inventîon reside in 
the provision of improved seaIing means 
circIing the shiëId and in the use of rèlatîveïy 
inexpensive, Iight synthetic plastic mterials to 
form elements of the complete structure. 
Further advantages and objects of the inven- 
tion will appear, as the description proceeds. 
Fig. 1 is a perspective view of one form of de- 
vice embodying he invention, shown as applied 
to the he«d; 
Fig. 2 is a detail sectionaI view on the line -- 
of Fig. 1; 
Fig. 3 is a perspective view of a modified form 
of device embodyin-g the invention, shown as ap- 
plied fo the head likewise as in Fig. 1; and 
Fig. 4 isa detail sectional view with parts 
broken away taken on the line --4 of Fig. 3. 
In the embodiment of the invention repre- 
oented by Figs. 1 and 2, 5 designates generally the 
shampoo shield comprising an upwardly extend- 
ing, putwardly flaring member 6 which is prefer- 
ably ruade of a light, relatively stiff but bendable 
materia! such as a suitable plastic, for example, 
one of the cellulose derivatives, cellulose nitrate 
and cellulose acetate. Various other plastic 
materials such as appropriately plasticized urea- 
formaldehyde resins, methacrylate resin and 
vinyl resins may also be used. The plastic m«te- 
rial may be suitably pigmented or left in its 
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natural state of transparency or color as the case 
may be. 
As shown in Fig. 1, the shieldmember 6 is at- 
tached along its lower edge to a flrst portion  
5 of a sealing band or strip preferably made of 
sponge rubbir or simflar soft resilient material 
and capable when drawn around the head of 
conforming closely to the contour of the head 
without exerting undue pressure and causing dis- 
10 comfort to the Child or other individual being 
subjected to a shampooing treatment. The seat- 
ini banal also includes a second portion ! , of 
similar construction, which is adapted to extend 
between the ends of the portion  and to overlap 
15 those ends. In the form of the device shown in 
Fi. 1, the sealing banal portion  is separate 
from the portion  ! and terminates at the rear- 
ward edges of the shield .member 6 and is pro- 
vided with a æeries of attaching members $, $ on 
20 each side. These members $, which may b ordi- 
nary snap fasteners, are adapted, to be brought 
into fastening engagement with the complemen- 
tary members 9, 9 carried at the ends  of the 
portion ! ! which is adhered or otherwise secured 
'25 t a backing strip  2 o fabric, soft rubber sheet- 
ing or other suitable flexible material. 
As shown in Fig. I, the backing strip !  forms « 
contïnuation of a flexible attachment portion  
of the tray . It will be understood that the 
 attaching members $, 8 and 9, 9 provide for ad- 
justment of the length of the two-piece sealing 
sealing hand or strip , !  fo the size of the head 
of the particularindividual and et the same rime 
make ït possible to keep the tray  4 centered with 
3 respect fo the shïld. Besides the attachment. 
portion 3 the tray  comprises a sriff trough- 
like member I curved up at the sides as at !6 
to guide he water used in .the washing or sham- 
pooing operation along the trough to the wash 
4 b.sin or other point of disposal, while at the same 
rime preventing draining of the water onto the 
clothing or down the neck of the individuatbeing 
shampooed. The member 5, likewise as the. 
member 6, may be formed of a suitable synthetic 
45 plastic or resinous materiaL The ttachment 
gusset 3 may be formed of any suitable pliable 
sheet material, such as, for example, a water- 
proofed fabric or rubber sheeting. 
According to the modifications of Figs. 3 and 
50 4, the first and second portions have an integral 
connection on one side to form the complete 
sealin band or strip ' shown as extending in 
one piece beyond the rearward edges of the shield 
member 6 and provided with a single attachment 
- portion   Carrying fastening members 9, 9 adapt- 
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ed to be brought into fastenng engagement 
with the complementary fastenng members 8, 
8 carried ai one side oï the sb2eld member 
In this modification the tray |4is detachable 
from the rearward ]portion of the banal 7'. In 
ortier to provide a sealing connection between 
the tray |4 and the banal 7', the banal 7' along 
ifs rearward section is provided with an over- 
la]pping strip |7 which may be a continuation oï 
the backing strip f2. The flexible attachment 
portion ] of the tray |4 is ]provided with a row 
of eyelets ]8 along ifs u]pper edge and is ada]pted 
to .be inserted underneath the strip |7 and 
tached to the sealing strip 7' through inter- 
engagement of the eyelets with the fasteners 
|9 carried by the member |2. It will be under- 
stool that a suflïcient number of the fasteners 
f9 are provided to permit of adjustment oï the 
tray [4 laterally to insure pro]per centering in 
conïormity with the ]positioning of the member. 
7' which will vary depending on the size of the 
head and the consequent .adjustment of the 
position of the end |8 with respect to the fasten- 
ing members 8, 8 and 8, 9. 
In either of the modifications shown it will be 
understood that the rear portion of the sealing 
banal, whether it takes the form oï the se]patate 
member || oï tg. 1 or the continuation oï the 
single strip 7' of tg. 2, serves fo catch the water 
that may run down the scal]p toward the ha]pe 
of the neck and acts as a weir over which excess 
water may fiow into the tray 4. While the 
shield 8 is shown as terminating rearwardly 
about in line with the ears, it will be under- 
stood that it may be carried urther back iî 
desired or even be continuous ]provding an o]pen- 
ing is left for discharge of the water over the 
rear ]portion oï the sealing hand. Various other 
changes in the details of the construction may 
be ruade without de]parting from the invention, 
which is hot to be deemed as limited otherwise 
than as indicated by the a]p]pended claires. 
I claire:  
1. In a device of the class described, an up- 
wardiy extending shield adapted to extend about 
the head of a person being sham]pooed, a sealing 
hand secured along the lower edge of said shie]d 
and having a ]portion adapted to be adjustably 
fastened fo another ]portion of said hand to bring 
the hand into close fitting and encircling en- 
gagement with the head ai or adjacent the huit- 
line, a water run-off a]pron, means for detach- 
ably securing said apron in centered ]position with 
respect to said sealing hand and said shield 
throughout the range oï adjustment oï size 
said hand so as to receive wash water draining 
ïrom the hair oï the ]person being sham]pooed 
and to conduct same to a ]point oï disposal and 
means ïor ]preventing leakage through said se- 
curing means. 
2. In a device of the class described, a resflient 
one-piece hand having its ends adjustably at- 
tachable fo each other so as to encircle com]plete- 
ly and engage closely the head of the wearer sub- 
stantially ai the hair line, a shield attached ai 
its lower edge fo a portion oï said hand and ex- 
tending upwardly therefrom, the ends of said 
shield defining an opening for the discharge of 
water draining from the head of the wearer, a 
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run-off apron, and an adjustable leakproof con- 
nection between the run-off pron and that por- 
tion of the banal adjacent said openng, so that 
said apron may be adjusted long said .banal to 
5 accommodate different adjustments of the hand 
length. 
3. In a device of the cass described, an up- 
wardly extending shield adapted to partially 
encircle the head of a ]person being shampooed, 
10 a sealing banal adapted to completely encircle 
the head, said hand having a first portion seal- 
ingly secured fo the Iower edge oï said shield 
throughout the length thereoï and a comple- 
mentary portion having kt least one end adapted 
15 to overlap one end oï said first ]portion, cooperat- 
ing attacng members on said overlapping ends 
 setctively engageable with different lengths of 
overlap to adjust the size of the banal and bring 
it into close fitting and encircling engagement 
20 with the head adjacent the hairline, a water run- 
off apron, and means including said complemen- 
tary ]portion oï the sealing banal for securing the 
apron substantially in centered ]position with re- 
spect to the ends oï said shield throughout the 
25 range of adjustment in size oï said hand so as 
to receive water draining from the head oï the 
person being shampooed and guded to the apron 
by the shield. 
4. In a device of the class described, an up- 
0 wardly extending shield adapted to partially en- 
circle the head of a ]person being sham]pooed, a 
sealtng hand ada]pted to completely encircle the 
head, said hand having a first portion sealingly 
secured to the lower edge oï said shield through- 
S5 out the length thereoï and  complementary 
]portion having one end adapted iv overlap one 
end oï said first ]portion, cooperating attach- 
ing members on said overlap]ping ends selective- 
ly engageable with OEfferent lengths, of overla]p 
4O to adjust the size oï the hand and bring it inte 
close fitting and encircling engagemen with 
the head adjacent the hairline, a water run-off 
a]pron, said complementary portion being ada]pt- 
ed to engage the back of the head and constitut- 
45 ing a water .overfiow weir, a rearwardly and 
downwardly extending dri]p member sealingly at- 
tached to said com]plementary portion, attach- 
ment members fixed to said com]plementary por- 
tion and concealed beneath said drip member. 
5b and attachment members carried by the edge 
oï the run-off a]pron and selectively engageable 
with different attachment members on said com- 
]plementary portion to center the apron with 
res]pect fo the shield throughout the range of 
55 adjustment in size of said hand. 
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